
Item

Description

Build technique

PPE CE Category

Sizes

Lenght

Dexterity

Packaging

Instructions for use Wet and dry handling, excellent abrasion resistance. Suitable for with building materials,

cement/concrete elements and blocks, bricks, shingles and tiles, unplaned wood, drywall and

plywood, cores and non-deburred foundry parts, cold pressed plastic parts, steel bars, sheet metal ,

cans and other metal products, heavy cables, sanitation and waste collection. Contact heat

protection, in dry environment, up to 100°C for 15 seconds.

EN 388 : 2016 mechanical protection  4  2  2  1  X

Glove in jersey cotton, coated in blue NBR, ventilated back, knitted wrist

Cotton jersey knit, cut and sewn, heavy NBR coating. Sanitized Actifresh treatment

220 - 265 mm

7, 8, 9, 10

Cat. II

5

12 pairs in bag, carton of 72 pairs

EN ISO 21420 : 2020 general requirements

EN 388 : 2016 + A1 : 2018 mechanical protection  4  3  2  1  B

EN 407 : 2020 thermal protection  X  1  X  X  X  X 

PROTECTION GLOVES

TECHNICAL FEATURES
16185  NITRIPLUS

EN 420 : 2003 + A1 : 2009 general requirementsStandards


